
5.6 mm ceramic on aluminum honeycomb 
between two fiberglass skins.

COMPOSITION

TECHNICAL INFORMATION

Maximum 1620 x 3240 mm.
Thicknesses 5.6+20 mm (-0.1/+0.7 mm).

DIMENSIONS

DESCRIPTION

Ceramic cladding on aluminum 
honeycomb. This cladding can be 
manufactured with the entire LAMINAM 
brand range, with any finish (matte, 
structured, semi-gloss, silk-touch/lappato, 
polished).

Honeycomb

Aluminum Honeycomb core AL 3003, 70 μ

Standard cell Dimension 9,52 mm

Compression strength ASTM E 365 > 22,5 KN

Ceramic Laminam / Honeycomb / Rail

Fire rating LNE M1 B-S2-DO

Wind load resistance PV CSTB No deterioration 9036 Pa

Resistance to soft impacts PV CSTB No deterioration 60J/400J

Resistance to hard impacts PV CSTB No deterioration 3J/10J

Resistance to thermal shocks PV GINGER CEBTP No deterioration

Ceramic Laminam / Honeycomb

Seismic testing PV CSTB No deterioration 16,5 m/s2, 4M2

Insert Pull out / Shear strength PV CSTB After fatigue 4,2 KN / 3,4KN

Interlocking aluminum rails

• Installation on concrete masonry.
• Installation on metal frames.
• �Installation on timber frames 

(COB/CLT/FOB).
• �Other types of mechanical fastening de-

signed according to project needs.
• 5 mm open or closed joints.

INSTALLATION

• �Interior cladding (partitions, bathrooms, 
elevators, etc.)

• Suspended ceilings
• Floors
• Furnishings (tables, doors, furniture)
• Exterior cladding
• EDR in curtain wall systems
• Soffit / sloped wall / roof overhang
• Seismic zone

APPLICATIONS

Weight of interlocking aluminum rails 4 kg/m2

HONEYCOMB 
20 MM

LAMINAM 
5,6 MM

SP-LAMINAM
DATA SHEET

TECHNICAL ASSESSMENT AND QUALITY CSTB  2.2/13-1567

Compression modulus ASTM D 790 136 MPa

Surface Mass 19 kg/m2
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