
5 mm natural stone on honeycomb 
between two fiberglass skins.

COMPOSITION

INFORMATIONS TECHNIQUES

DESCRIPTION

Lightweight, thin natural stone cladding 
on a honeycomb structure.
This cladding can be made with any type 
of stone, marble, or granite...
in any type of finish.

Honeycomb

Aluminum Honeycomb core AL 3003, 70 μ

Standard cell Dimension 9,52 mm

Compression modulus ASTM D 790 136 MPa

Lap shear test ASTM D1002 40°C - 16Mpa

Stone / Honeycomb

Surface Density 16 kg/m2 supon selected material

Flexural positive ASTM C 393 4.8 N/mm2

Flexural negative ASTM C 393 12.16 N/mm2

Flatwise tension ASTM C 297 0.52 N/mm2

E.I module Young x Inertia 14 100 N/m2

Up to 1500 x 3000 mm depending 
on the material.
Thicknesses: 5 mm stone + 10, 15 
or 20 mm (+/- 1 mm).

DIMENSIONS

HONEYCOMB 
10, 15 OU 20 MM

STONE 
5 MM

SP-WALL
DATA SHEET

TECHNICAL ASSESSMENT CSTB 13/23-1502

• �Concrete support or prefabricated 
concrete panels

• On cement-based renders
• On plasterboard facing panels
• Bare terracotta brick partitions
• �Other unrendered partitions 

or masonry walls
• With CARROFLEX HDE adhesive mortar
• �With EPOFIX CJ3 two-component epoxy 

adhesive in damp areas
• �With AQUAPROOF 650 waterproofing 

in damp areas

INSTALLATION

• Glue-down installation
• Interior wall covering
• Shower wall covering
• Installation in humid environments
• Installation in seismic zones

APPLICATIONS

https://www.stone-performance.com/

